TEMPLETON, KENLY & CO., LTD. 


JACKS. 779 


TEMPLETON, KENLY AND CO., LTD. 

Established 1899 

1020 South Central Ave. Chicago, Ills. 

Sole Manufacturers of 

Simplex Jacks 

For 

Mining-Industries—Contractors—Steam and Electric Railroads 
Automobiles and Trucks—Telephone, Public Service and Ordnance Purposes 



No. 310 Simplex Emergency Jack 

Note the pivoting base—permits of Jacking at any angle 
without the use of wedges. 



No. 43 Simplex Jack 

An efficient little Jack for cut¬ 
ting machines. Equipped with a 
steel grab hook which fits snugly 
in the cap and swings in an arc of 
180° making Jack available in any 
awkward position. Powerfully 
constructed—every working part 
of drop forged steel. 

Capacity 3 tons; Height 13 
inches, Lift 10 inches, Weight 16 
lbs. Complete with steel lever bar 
and grab hook. 


The No. 310 Simplex Emergency Jack 


Complete with Steel Chain, Steel Pinch Bar and Steel 
Detachable Shoe. 

Embodies all the functions of the ordinary lifting and 
lowering Jack, together with the unique feature of a hinge 
base, making Jack operative at any angle. The only Jack 
made to push and lift up and out at the same time. 

The No. 310 pivots on its base to any angle within 60° 
of the vertical. The tilting feature permits of operations 
impossible with any other type of Jack. 

Cap swivels and is recessed to hold steel chain at any 
link. The two-way lever socket permits lever bar to be 
operated at any angle of the Jack. Heavy calks at bottom 
of base prevent slipping. 

Construction of highest type—every working part of 
drop forged steel. Single acting—automatic lowering or 
raising. Direction of operation governed by reversing 
lever on side. 


Specifications: 

Capacity .15 tons 

Height .21 Ms inches 

Lift .12 ^ inches 


Weight, Jack .59 lbs. 

Chain .14 lbs 

Bar .18 lbs. 

Shoe . 5 lbs. 

Total Weight .96 lbs. 


No. 50 Simplex Industrial Jack 

Especially designed for 
light cars, mining and every 
kind of industrial service. 
Operation is highly efficient 
and minimum effort is nects- 
sary for the heaviest load. The 
pawls are interlocked—a load 
can never be dropped. Steel 
lever and pinch bar included. 

Capacity 5 tons, Lift 8 V 2 
inches, Height 15 14 inches, 
weight with bar 34 lbs. 




If You Believe In Safety First 

The only Gold Medal for the Safety of 
Jack was awarded Simplex by the American 
Museum of Safety. 


There Is a Simplex Jack for Every Purpose 
Catalog describing complete line in detail 
cheerfully furnished. 

There is a Simplex Jack for your needs. 


No. 19 Car 


No. 25 Geared 


No. 2 Car 


No. 116 Track 


IF IT’S A SIMPLEX IT’S DEPENDABLE 


MINING CATALOGUES 
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